S Cartadis) Tcm2-1P

Reader encoder of MIFARE or 125 Khz
contactless cards
for printers and multifonction copiers
fitted with a COPICODE-IP

Though the Cartadis TCM2-IP reader is used together with a COPICODE-IP and a centralized
managing solution for copies and printings, it enables every user to be identified by just passing
his card through the reader to release his printings to printers or multifunctions (featuring a
Follow-me option) and to get copies made on multifunction copiers.

The Cartadis TCM2-IP is a reader of contactless cards (Mifare® or HID) already circulating in a
firm for access control, time control, firm restaurant, etc ... and accounting every user’s copies
and printings.




TCM2-IP: added value device

v' Up-to-date and valued unit, the identification by MIFARE card also enables copies and printings to be
quickly recovered on the machine.
v It assumes the safety of your printings by releasing the printer in your presence.

v' Compatible with 99% of the brands and models of network printers and MFP.
v'Itis automatically adapted to the norm of your cards, refer to the list of the standards hereafter.

Specifications

v" The cards must be of contactless technology and matching one of the following standards:
.1S01443-A/B
. Mifare®
. 1S015693
. 125 khz HID Prox
. Electronic Marin
. HITAG
v’ Fitted with indicators and a buzzer for power-on and reading
v Supplied with a bracket and a connection cable to a COPICODE-IP
v" The interface runs up to 5cm (according to the transponder)
v" Dimensions : L=90 mm ; D =35mm ; H=30 mm ; Weight = 180 Gr.
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